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Débitmètre à roue à aubes à insertion et afficheurs/contrôleurs

TI3R TI3M

TIP SERIES
Paddle Wheel Flow Meter

Pipe S izes ½ - 24”
Lifetime War ranty
Industry’s Hi ghest Accur acy: ±0.5 %

ETFE Tefzel  Paddle®

®

Chemically Inert  to Virtually All  Chemicals

Superior Ant i-Stick and Low Frict ional Propert ies

Excellent Mechanical Properties

Exceptional Impact  Strength

Superior Chemical and Wear Resistanc e vs PVDF

New ShearPro   Design

ShearPro Competitor  'A'

* Ref: N ASA "S ha pe E�e cts on Dra g" **

Su perh ydro phobic  D esi gn

C onto ure d F low Pro�le

R educ ed Tu rb ule nc e

R educ ed Fric ti on

78 %  L ess  D rag th an Old
Flat  P ad dl e D es ig n* ®

Indu stry’s  H ighe st  Im pac t an d 
C he m ica l R esi stan t Pro pert ie s

U p to  1 5x th e  Wea r R esi stance
vs . R egular Ce ram ic  

N ano-Poli shed  M irror F in is he d  vs
R egul ar Cer am ic - Less  F ric ti on

Integral  Ro tor B us hing  R ed uce Wea r 
&  F at ig ue  Stres s

Zirconium Ceramic Rotor | Bushings

Elim in ates  Fin ge r Spread

No  L ost  Pad dle s

Increased Tem p. R atin g

360 ° Housing  | Protects 
 from  Parti cula te

Re ducin g We ar

ShearPro Competitor  'A'®

Through-Pin Design

Features

**htt ps: // www.grc .nasa. gov/ www/k -12/airplane/s haped. html

Large Bright L ED Di splay | Visible in the Dark

Flow Rate + Totalizer |  Rese ttable

Flow Range | 0.3 to 33 ft/s

Eprom Memory | Totalizer Value Will Not Be Lost

Retro�ts into Signet   Type Fittings

Double O-Ring Seal

Dual NPN Pu lse Outputs

®

The TIP Digital Flow  Meters  are eas y to ins tall with
exc ept ional guaranteed long-life performance. The TIP
Series Paddle Wheel Flow Meters  are highly repeatable,
exc ept ionally accurate,  extremely rugged and o�er
outstanding v alue and require no maintenanc e.

TIP Series has  a proc ess-ready  output signal with a wide 
dynamic  �ow range of  0.3 to 33 ft/s | 0.1 to 10 m/s .

T IP Series sensors are o�ered in various mater ials and 
are av ail able to meas ure ½ - 24” pipe s izes.

The many material c hoi ces,  incl uding PVC, PP and PVDF
m ak  this model hi ghly adaptable and chemically 
resis tant to many corrosive liquid process  applic at ions.

The TIP Flow Meters  c an be installed using Tru�o's ®

extensive line of ANSI  and DIN �ttings. Tru�o  SDR 
Pipe Saddles from DN15-DN600 in GFPP m aterial.

PVC PP PVDF

Finger

 Enclosure

T SERIES

TI3P

TIB SERIES
Paddle Wheel Flow Meter

ETFE T ®efzel  Paddle

Chemically Inert  to Virtually  All Chemicals 

Superior Anti-St ick and Low Frictional Properties 

Excellent Mechanic al Propert ies

Exceptional Impact  Strength

Superior Chemical and Wear Resistance vs PVDF

Features

**htt ps: // www.grc .nasa. gov/ www/k -12/airplane/s haped. html

Large LCD Di splay

Pipe Sizes 1/2 " - 24"

Flow Rate + Totalizer  | Resettable

Flow Range | 0.3 to 33 ft/s

E  Memory |  Totalizer  Value Will Not Be 

Lost Re tro�ts into Signet   ® Type Fittings

PVC PP PVDF

Long Lasting Battery | Up to > 7
Years Lifetime Warranty Industry’s Highest 
Accuracy: ±0.5%

T he TIB Digital Flow Meters are easy to install wi th 
ex ceptional guaranteed long-life performanc e.  T he TIB 
Series Paddle Wheel Flow Meters are highly repeatable, 
exc eptionally accurate,  ex tremely rugged and o�er 
outstanding  value and require no maintenance.

TIB Series has a proces s-ready output  signal wi th a wide
dy namic  �ow range of 0.3 to 33 ft /s | 0.1 to 10 m/s.

TIB Series sensors are o�ered in various m ater ials and
are av ailable to meas ure ½ - 24” pipe sizes .

The many material choices, including PVC,  PP and PVDF
ma  this model highly adaptable and chemica lly resis tant
to many corrosive liquid process applications.

T he TIB Flow Meters  can be installed using T ru�o's ®

extensiv e line of ANS I  and DIN �ttings.  T ru�o ® o�ers SDR 
Pipe Saddles from DN15 - DN600 in GF PP material.

Polycarbonate Faceplate

High Impact Enclosure

*Ref:  NAS A "Shape E � ect s on Drag" * *

®

TI3B

TI  SERIES
Paddle Wheel Flow Meter

**ht tps:// www.grc .nasa.gov/www/ k-12/airplane/s haped.html

Flow Range |  0.3 to 33 ft/s

Eprom Memory |  Totalizer Value Will Not Be Lost

PVC PP PVDF

Sh e a rP ro C o mp e ti tor  'A '

*R ef :  N A SA "S ha pe E � ec t s  on Dr ag" * *

Indu stry’s Highest  Imp act  and 
Ch emic al Resi stan t Pro pert ies

Up  to  15x  the Wear R esistance
Regula r Cerami c 

Nano-Poli shed  Mirror F in ished  vs
Regula r Cerami c - Le ss Fric tio n

Integral Rotor Bushin g  Re duc e 
Wear & Fat igue Stress

Eliminates F inger Spread

No L ost Paddles

Increased Temp. Rating

360° Housing  | Protects 
 from  Particu late

Reducing Wear

Superhyd ropho bic  Design

Co ntoured F lo w Pro�le

Reduce d F riction

Reduce d T urbulen ce

78%  Less  Drag th an Old
Fl at Paddle  Desig n* ®

C o mp e ti tor  'A 'Sh e a rP ro
®

New ShearPro   De sign®

Zirconium Ceramic Rot or | Bus hings

Through-Pin De sign

Features

Chemically Inert to Virtually All Chemicals

Superior Anti-St ick and Low Frictional Properties
Excellent Mechanical Propert ies

Exceptional Impact Strength

Superior Chemical and Wear Resistance vs PVDF

ETFE T
®

efzel  Paddle

The TI  Digital Flow Meters are easy to install with
exceptional guaranteed long-life performance. The TI
Series Paddle Wheel Flow Meters are highly repeatable,
exceptionally accurate, extremely r ugged and o�er
outs tanding value and require no maintenance.

TI  Series has a proc ess-ready output signal with a wide 
dynamic �ow range of 0.3 to 33 ft/s | 0.1 to 10 m/s .

TI  Series sensors are o�ered in various materials and 
are available to measure - 24” pipe sizes.

The many material choices, including PVC, PP and PVDF
make this model highly adaptable and chemically  resistant
to many corrosiv e liquid process applications.

P ipe S ize s ½ - 2 4”
Lif e time Warra nty

Ind ust ry ’s  High es t Ac c ura cy :  ±0 .5 %

FKM

O-Ri ng s

PVC  | PP | P VDF

Zirco ni um  C era mic
R otor |  B ushin gs

TI3W
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Série TK3 
316 Acier Inoxydable

Afficheur et Contrôleur de Niveau de Réservoir Process Icon
Série TVL

AFFICHEUR LED DE NIVEAU DE LIQUIDE

CONTRÔLEUR TOUT-EN-UN

BOÎTIER NEMA 4X + PRESSE-ÉTOUPES

ENTRÉE : 4-20 MA

1 SORTIE RELAIS 5A + 4-20 MA

2 SORTIES RELAIS 5A | À VERROUIL-

LAGE

SORTIE D’ALIMENTATION 24 V CC POUR 

CAPTEUR

RS-485 MODBUS RTU STANDARD

8 NIVEAUX DE LUMINOSITÉ LED

Écran LED Super ‘Sunbrite’ 
- 8 niveaux de luminosité
Écran LED Super ‘Sunbrite’ 
- 8 niveaux de luminosité

Télécommande universelleTélécommande universelle Tournevis inclusTournevis inclus


